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Connection to earth 
potential via an M4 screw 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Overview 

This flexible clamp adapts perfectly to the irregular 
surface of the cable shield and is available in three 
versions. 

The plastic construction ensures excellent elasticity, 
and the cable held in place cannot be damaged. 

The cable is secured using a single M4 screw and 
connected to earth. 

Its affordable price, low weight and simple, secure 
installation using just a single screw make this clamp 
an indispensable aid in cabling installation. 

 

 

 

 

 

Key facts 

▪  The cable is secured using an M4 screw and connected to earth 

▪  Excellent elasticity 

▪ Safe and easy installation  

 

  

EMC - Cable clamp 

▪ Conductive via copper foil for earth 
connection 

▪ Available for three cable diameters: 

 ESRC-3 M4: 3 mm 

 ESRC-5 M4: 5 mm 

 ESRC-8 M4: 8 mm  

▪ Base material: Nylon 66 
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Technical data  

ERSC- 

Base material     Nylon 66 

Flammability class     66  

Cable diameter     See technical data II 
 

 
Electrically conductive 
material 

Copper foil 

Fastening    Hole for M4 screw 

 
 

 

Technical data II  

Type 
For cable 
external - Ø 

A 
[mm] 

B 
[mm] 

(C) 
[mm] 

D 
[mm] 

E 
[mm] 

F 
[mm] 

ERSC-3 M4 2,7 – 3,5 mm R1,8 9,5 13,5 3 R1,5 Ø3,2 

ERSC-5 M4 5,0 – 5,5 mm R3,0 10,7 14,7 4,3 R2,0 Ø3,2 

ERSC-8 M4 8,2 – 9,0 mm R4,8 12,5 16,6 6,5 R2,3 Ø3,2 

 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
All information regarding appearance and technical data correspond to the current state of development at the time of release 
of this data sheet. Errors and technical changes excepted. 152606 
 

Drawing showing dimensions A–F 
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